
BC-25 - 10 tonBC-21 BC-25 - 12 ton BC-28 BC-32 - TAN

OPTIONAL EQUIPMENT

Body Size
Standard Tyre Size
Axle

Brakes
Carrying Capacity

Floor Thickness (Steel) Durabar
Lights and Hyd Brakes

Headboard
Harvest Ladders - Galvanized

Unladen Weight
Loading Height
Chassis Members

400-60 x 15.5

340-65 x 18 Radial

550-45 x 22.5
560-45 x 22.5

Spring Drawbar

LED Beacon

Rear Toolbox c/w Strap Winder
LED Tail Light

Hydraulic Side Walkway (per side)
Rear Box Pusher

10 Stud Commercial Axle 406 x 120

10 Stud Commercial Axle c/w ABS Brakes

Air / Oil Brakes c/w Load Sensing

Easy Secure System
Rear Ramps (Aluminium)

Oil Load Sensing

385-65 x 22.5 �tted to 8 stud

445-45 x 19.5 (Lowers bed height by 150mm)

70mm 6 stud Tandem
12.5 x 15 - 14 ply
21' x 8' / 6.40m x 2.43m

300 x 60
10 tons

4mm

Standard - 21"

2030 kgs

200mm PFC
38"

70mm 6 stud Tandem
12.5 x 15 - 14 ply
25' x 8' / 7.62m x 2.43m

300 x 60
10 tons
4mm

Standard - 21"

2340 kgs

200mm PFC
39"

80mm 8 stud Tandem

25' x 8' 4" / 7.62m x 2.54m

350 x 90
12 tons

4mm

Standard - 21"

3320 kgs

UPN 260mm
47"

80mm 8 stud Tandem

28' x 8' 4" / 8.53m x 2.54m

350 x 90
14 tons
4mm

Standard - 21"

3840 kgs

UPN 260mm
47"

80mm 8 stud Tandem

32' x 8' 4" / 9.75m x 2.54m

350 x 90
14 tons
4mm

Standard - 21"

4075 kgs

UPN 300mm
47"

(DF-1)

(DF-1)

(DF-0.25)

(DF-1)

(DF-2.5)

(DF-1)

(DF-0.25)
(DF-1)

(DF-0.25)

(DF-1)

(DF-2.5)

(DF-0.25)
(DF-1)

(DF-0.25)

(DF-2.5)

(DF-0.25)
(DF-1)

(DF-0.25)

(DF-2.5)

(DF-0.25)
(DF-1)

(DF-0.25)

(DF-2.5)

(DF-4) (DF-4) (DF-4) (DF-4)(DF-4)
(DF-2)(DF-2)(DF-2)(DF-2)(DF-2)

(DF-1)
(DF-1)

(DF-1)
(DF-1)

(DF-1)
(DF-1)

(DF-0.25)

Front and Adjustable Rear
Standard

Front and Adjustable Rear
Standard

Front and Adjustable Rear
Standard

Front and Adjustable Rear
Standard

Front and Adjustable Rear
Standard

560-60 x 22.5 c/w 10 stud 420 x 180 Axles
Front Mud�aps

BC-32 - TRI

90mm 10 stud Tridem

32' x 8' 4" / 9.75m x 2.54m

406 x 120
16 tons
4mm

Standard - 21"

4475 kgs

UPN 300mm
47"

(DF-0.25)
(DF-1)

(DF-0.25)

(DF-2.5)

(DF-5)
(DF-2)

(DF-1.5)
(DF-1.5)

Front and Adjustable Rear
Standard

(DF-5) (DF-5) (DF-5) (DF-5)

385 - 65 x 22.5 385 - 65 x 22.5385 - 65 x 22.5 385 - 65 x 22.5

(DF-6) (DF-6)(DF-6)(DF-6)

BC-36 - TAN

10 stud 120mm High Speed
Commercial Tandem 

36' x 8' 4" / 10.97m x 2.54m

420 x 180
16 tons
4mm

Standard - 21"

4935 kgs

UPN 300mm
47"

(DF-0.25)
(DF-1)

(DF-0.25)

(DF-2.5)

(DF-4)
(DF-2)

(DF-1)
(DF-1)

Front and Adjustable Rear
Standard

(DF-5)

385 - 65 x 22.5

(DF-6)

BC-36 - TRI

10 stud 120mm High Speed
Commercial Tridem

36' x 8' 4" / 10.97m x 2.54m

420 x 180
16 tons
4mm

Standard - 21"

5335 kgs

UPN 300mm
47"

(DF-0.25)
(DF-1)

(DF-0.25)

(DF-2.5)

(DF-5)
(DF-2)

(DF-1.5)
(DF-1.5)

Front and Adjustable Rear
Standard

(DF-5)

385 - 65 x 22.5

(DF-6)

(DF-1) (DF-1.5)
(DF-1) (DF-1) (DF-1) (DF-1) (DF-1) (DF-1) (DF-1) (DF-1)

Extra Foot of Flooring
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BC PALLET / BALE TRAILER RANGE SPECIFICATIONS & OPTIONAL EQUIPMENT

Scan the QR code above or visit www.marshall-trailers.co.uk for our retail pricing & full range of options.

SCAN THE 
CODE TO
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MORE »

Dealer Fit      Standard     Optional     Not Available


